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CHARACTERISTICS

By Robert R. Ziemer and Henry O. Slone

SUMMARY

A method hased on geometric factors of the coolant passage was
evolved for the rapid selection and evaluation of coolant pessage con-
figura%ions for air-cooled turbine rotor blades. The more promising
coolant passage configurations, as selected by the simple blade evalua-
tion criteris, sre then analyzed by detailed methods to obtain absolute
values of the required cooling-air weight flow, the pressure loss, and
the strength characteristics.

As a verification of the simple criteria proposed for the repid
selection and evaluation of a coolant passage conflguration, a compari-
son was made of three configurations for an alr-cooled nontwisted blade
designed for use on & turbojet engine with a centrifugal compressor
using both the simple criteria and detailed analytical methods. The
anglytlical and experimental blade temperstures for two different coolant
passage configurations of a blade used in a turbojet engine with az cen-
trifugal compressor were compared to determine to some degree the
validity of using the one-dimensional radial-blade-temperature equation
for predicting blade temperatures in the detailed analysis. As a
further example of the procedure used for the selectlon of a sultable
coolsnt passage configuration, the simple criteria and the detailed
analytical methods were used to select a coolant passage configuration
for a turbine blade to be used in a turbojet engine having an axial-flow
compressor.

INTRODUCTION

In general, the requirements of a good air-cooled turbine rotor
blade are high cooling effectiveness, low pressure drop, acceptable
stress levels, light welght, and ease of manufacture. Methods of con-
¥ trolling these qualities in design are being investigeted at the NACA
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Lewis leboratory. The requirements for maximum cooling effectiveness
have been studied through experimental investigations on & variety of
coolant passage configurations for air-cooled blades. References 1 to 5
report the results of heat-transfer and endurance investigations on the
more promising air-cooled shell-supported blade configurations which
were tested in a production turbojet engine modified to accommodate air

cooling.

At the same time, considerable effort has been expended on the
development of air-cooled turbine blade fabrication techniques which
would lend themselves to mass production procedures. Forming the blade
shell from tubing by brazing the extended heat-transfer surfaces to the
inside of the blade shell and then brazing the shell to the base appears
desirable from a production standpoint (reference 6). Moreover, a blade
fabricated in this manner permits extension of the cooling-air passage
closer to the leading and trailing edges than wes possible in cast
blades such as those used In reference 4. The extension of the coolant
passages alds in the reduction of the large chordwise temperature grad-
lents formerly encountered.

As a result of the investigations of cooling effectiveness and
fabrication techniques conducted on air-cooled turbine blades, satlis-
factory blades have been developed for use in a turbojet engine having
a centrifugal compressor. For example, the tube-fillled blade configura-
tion of reference 4 was proven successful for a given blade profile in
the centrifugal-flow-compressor engine. In order to reduce the experl-
mentation and lengthy analytical computations required for the develop-
ment of blades for other installations, it is desirable that a relisble
method for rapid selection and evaluation of an internal coolant passage
configuration for any air-cooled rotor blade be avallable. That is, if
a number of different possible glr-cooled blade configurations are to be
considered for e given turbine, the more promising configurations could
be rapidly selected snd then be further anelyzed by detalled analy-
tical methods.

Eveluating the cooling effectiveness of cooled blades necessitates
that the blade temperatures be known. Analybtical equations for pre-
dicting blade temperatures for air-cooled and liquid-cooled turbine
rotor blades are presented in references 7 and 8, respeetively. Good
agreement between analytical blade temperstures calculated by the methods
presented in reference 8 1s shown in references 2 and 10 for the experi-
mental blade temperatures of a water-cooled turbine. So far as is
known, however, no experimental verification of the one-dimensional blade
radial temperature-distribution equation for rotating air-cooled blades
as presented in reference 7 has been made, and one of the objectives of
this report is concerned with this problem.
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In addition to an evaluation of the cooling effectiveness of a
blade, some estimate of the pressure losses is required Iin the analysis
of cooled blades. The methods for obtaining the pressure-loss charac-
teristicse of air-cooled blades are presented in reference 11 and veri-
fied in reference 12 for two alr-cooled blades tested under static con-
ditions. Reference 12 also presents an integrated form of the
differential equatlon of momentum presented in reference 11 that greatly
reduces the labor required to evaluate the pressure changes through the
blade coolant passage.

If the ansglysis of reference 7 is &ssumed applicable to air-cooled
blades, the coolant passage of an air-cooled turbine rotor blade may be
designed for a specific application. The procedure required to evaluate
the cooling effectiveness and pressure-loss characteristics using the
methods given in references 7 and 12 is time consuming, however,
especially 1f a large number of configurations are to be considered.

The stress, weight, and fabrication characteristics, which are also
important factors, may be evaluated more readily. It is therefore
important that a method be evolved that will give, for a specific blade
profile and application, a relative evaluation of the cooling effective-
ness, pressure loss, and strength characteristics of a number of coolant
passage configurations in a reasonable length of time. Obtalning such a
method is another objJective of this report.

Since the more promising of the configuretions selected by this
relative evaluation will be anslyzed in detail by the methods of refer-
ences 7 and 12, it is necessary, as previously mentioned, to verify the
reliagbility of the analytical temperature-disiribution equation of refer-
ence 7. Consequently, a comparison has been made between the experi-
mental and analytical blade temperatures obtained for two rotating air-
cooled blade configurations which were investigated in a turbojet engine
with a centrifugal compressor (references 4 and 5). This comparison
utilized the experimental values of blsde temperature obtained at a span
position one-third from the blade base for a tube-filled blede and a
finned blade with an insert. These two bhlades have essentially the same
external profile at the one-third span position.

An snalysis for the relative evaluation of the heat-trensfer,
strength, and pressure-loss characteristics based on certain geometric
factors of the cooclant passage was then made. This analysis was applied
to the two coolant configurations of references 4 and 5 and to a third
blade configuretion having 35 fins, made of corrugated sheet metal, in
the coolant passage. The relative magnitudes of these geometric factors
were compared with the values obtained by the detailed analytical methods
to gairn an indication of the relisbility of the evaluation based on the
geometric factors.
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As an illustration of the procedure involved in the rapid selection
of a coolant passage configuration, an analysis was made to select a
coolent passage configuration for an air-cooled rotor blade for the tur-
bine of a turbojet engine with an axial-flow compressor. This blade pro-
file was quite different from that for the engine having a centrifugal-
flow compressor. An anslytical comparison was first made of nine
proposed coolant passage configurations for this blade shape on the basils
of the geometric factors previously mentioned, and the two most promising
blades were then further anslyzed utilizing the detailed analytical
methods in order to obtain absolute wvalues.

Thus, the complete purpose of this report is to present (1) a com~
parison of experimentally measured and analytically predicted average
blade temperatures.for two coolant passage configurations; (2) an analy-
tical method for the rapid selection and the evaluation of a coolant
passage conflguratlion for any air-cooled turbine rotor blade; (3) a
verification of the proposed simple criteria by a comparison with the
results obtained using the detalled analytical equations; and (4) an
A11lustration of the procedure involved for the selection and evalustion
of a coolant passage configuration for a particular alr-cooled blade
profile end application.

DETAILED ANATYTICAL METHODS FOR SELECTING AND EVALUATING
AIR-COOLED BLADES

The three principal factors that should be considered in the selec-
tion and evaluation of a coolant passage configuration for an air-cooled
turbine rotor blade are (1) the heat-transfer characteristics, or the
cooling effectiveness; (2) the strength characteristics, which are
defined herein as a stress-ratio factor; and (3) the pressure-loss
characteristics, which concern the radial static pressure variation
-within the coolant passage. All the procedures to be described in this
section have been presented previously In NACA publications and are
assembled here for convenience and to illustrate all the detalled methods
used herein to evaluate coolant passage characteristics.

Critilcal Blade Section end Cooling-Air Flow Requirements

The heat-transfer characteristics, or cooling effectiveness, of a
particular coolant passage configuration for a shell-supported blade are
measured by the amount of cooling air end the cooling-air temperature
required to maintain a given blade shell temperature. The determina-
tion of the required cooling-air Flow necessitates the evaluation of
the outside and inside heat-transfer coefficients of the blade, the

< CONFIDENTIAL,
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effectiveness of the internal heat-transfer surfaces, and the span posi-
tion of the blade where the analytical average blade shell temperature
curve is tangent to the hlade shell temperature curve, which is found
from a consideration of the blade centrifugal stresses and the stress-
to-rupture properties of the blade material. This point of tangency
will be called the critical blade section.

Analyticel blade shell radisl temperature distribution. - The egua-
tion which gives the one-dimensional radial temperature distribution for
an air-cooled turbine blade is stated and derived in reference 7. In
general, the rotational terms of the nondimensional blade temperature-
distribution equation (equation (18), reference.7) are of minor impor-
tance and can be omitted. Thus, the one-dimensional equation used is

_(l ho 7'o x)
Tg}e = _T.B _ 1. e l+xc'p’a’B w& (l)
Tg,e - Ta,e,h 1+ A
where
h 1
>\=_o 0
he 13

(Definitions of symbols are given in appendix A.)

Before equation (1) can be applied to determine the blade tempera-
tures of a given turbine, it is necessary that Tg,e, Ta,e,h: 1—10, and

Ef be known. The effective gas temperature Tg e can be evaluated
from turbine design or operational data; equation (11) of reference 13,

and the values of recovery factor presented in reference 14. The
effective cooling-air inlet temperature at the blade base Ta,e,h must
be assumed on the basis of the compressor bleed temperature expected and
subsequent temperature rises of the air prior to the blade base. In
most cases, the total cooling-air temperature Té.,h can be used without
introducing apprecisble errors. The methods for obtaining Eo and Ef
are now discussed.

Determination of gas-to-blade heat-transfer coefficient: In order
to obtain average blade temperatures around the blade periphery for a
glven radial position, an average value of hg 1is used in equation (l).
This average outside analytical heat-transfer coefficient Eo is given
by the following correlation equation (equation (40), reference 15, in
the notation used herein):
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where F and "z are functions of § and Eu. For the blade under
consideration, ¥ and z are determined from the theoretical chordwise
velocity-distribution curve required to evaluate § and Eu, which may
be obtained by applying stream filament theory derived for compressible
flow around blades (reference 16) to the blade under investigation. The
marmmer of obtaining § and Eu 1es described in appendix B of refer-
ence 15. . . T I )

Determination of blade-to-coolant heat-transfer coefficient: For a
blede that has internal surface in the hollow blade shell, an inside
heat-transfer coefficient based on the total heat-transfer surface area
and temperatures can be obtained from equation (S0) of sppendix F of
reference 11 where in the present notation

= = 0.8 (%e,B
b, p = 0.019 (Rey ) (_DT) (3)
in which
_ wy Dy T
Ag 1g,B Tp

As indicated, the fluld properties in equations (4) and (5) are based on
blade temperature. It can be shown (reference 17) that for alr flowing
in a smooth round tube, a satisfactory correlation of average inside
hegt-transfer coefficlents was obtained for a range of wall temperatures
from spproximately 150° to 1600° F and an inlet-air temperature near
75° F when the fluld properties were based on wall temperatures. There-
fore, for the accuracy required in this investigation, fluld properties
based on blade temperature are satisfactory. The average cooling-air
temperature T; required in equation (4) is cbtained by determiring a
cooling-air temperature distribution through the blade from equations
reported in reference 11 with a known value of Ty ¢ h. For this

snalysis, 5; is teken as the average of the cooling-air temperatures at
the blade root and blade tip.

The average effective inside heat-transfer coefficient Ef required
in equation (1) is based only on wall temperature and wall surface area.

i 28G2
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The following equation (equation (6), reference 7, in the notation of
this report) gives the relation between hy and ha,B for a finned

blade having fins that are nesrly uniform:

—  bha,3 [2L tanh (L9
he = ma+ T[ gq) * m} (5)

where
m fin spacing .
T £in thickness

L effective fin length
® —_a,8

When equation (5) is applied to blades having fins of varying lengths
or internal heat-transfer surfaces of varyling shapes, it is desirable
that the internal surface be broken up into sectiones of equivalent fins
rather than that an sverage fin length be used in equation (5). It can
be shown that for "n" sections of equivalent fins, each of which
contains a¢ fins, equation (5) becomes

jal — n
_ by, B i‘, ap 2Lg tanh (Lgcpg)
B = o a mp T | Lo ¥ g;.

apme (6)

where { 1is the index of summation.

The application of equation (6) to air-cooled turbine blades having
internal surfaces other than fins, such as tubed or corrugated blades,
requires that the internal surface be replaced by equivalent fins. The
following method is therefore suggested for use in conjunction with
equation (6):

(1) By inspection, divide the blade into "n" sections of equivalent
fins which appear to have equal Tin lengths, spacings, and
thicknesses, and determine the number of fins o in each

section.
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(2) For each section, determine the inside blade shell perimeter
14 t and the total wetted perimeter Zw,g~
2

(3) Determine the guantities required for equation (6) according to
the following definitions: .

The inside blade shell perimeter is
bi,g =9 (mg + ) (7)

Now, since ap is known and T cean be easily determined

(for fins or corrugations, thickness of fins or corrugations;
for tubes, wall thickness of tubes), equation (7) may be
written ..

agmg =1, - 4T (@)

and the fin length for a particular section is

_ ty E - mgmg (9)

L§ = ZCLQ

Therefore, for any sir-cooled blade that has internal surface in the
hollow blade shell, the blade thermal conductivity and equsetions (7)
to (9) are used in conjunction with equation (8) to obtain a value of
he for & particular value of hg,B. An exsample of the application of

equstions (6) to (9) to both a corrugated and a tubed type blade is
given in appendix B.

Determination of blade critical section. - As previously mentioned,
the blade critical section 1s the span position where a blade radial
tempereture-distribution curve (hereinafter designated Curve 1) deter-
mined by means of equation (1) is tangent to the blade shell radial
temperature-distribution curve (herelnsfter designated Curve 2) deter-
mined by use of the blade centrifugal stress and the stress-to-rupture
properties of the blade material. The centrifugal-stress distribution
is determined by calculating the stress from the tip to the root of the
blade (see fig, 1(a)). The method for determining this centrifugal
stress is given in equation (2) of reference 13. When the centrifugal-
stress distribution is known, the blade shell radial temperature dis-
tribution (Curve 2) for determining the blade critical section can be
determined from the blade material stress-to-rupture data (see fig.
1(b)) end plotted as shown in figure 1(c). The radial blede temperature

2582
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distribution (Curve 1) is determined for a number of cooling-sir weight
flows and plotted on the same coordinates until a point of tangency is
determined between one of these analytical curves and the blade shell
temperature curve (Curve 2). This point on the blade span is called
the critical section.

Stress-Ratioc Factor

A method for comparing and evaluating the cooling effectiveness of
air-cooled turbine rotor blades of different conflgurations on the basis
of & stress-ratio factor is reporied in reference 4. For air-cooled
turbine rotor blades with chordwise temperature gradients (fig. 2(a)),
plastic flow would occur and a portion of the load would be transferred
to a sectlon of the blade that is still in the elastic range even though
parts of the blade are operating beyond the elastic 1imit of the materisl.
The local allowable chordwise stresses are evaluated from the blade tem-
perastures and the stress-to-rupture properties of the blade material used
(fig. 2(b)). The allowsble stress for the blade at the critical blade
sectlon is then assumed to be the integrated average of the local allow-
able stresses. On the basis that the centrifugal stress is the most
significant in defining the actual operating stresses in the turbine
rotor blade, the stress-ratio factor is defined as ¥

ares under allowable gtress curve
area under sctual centrifugal stress curve

Stress-ratio factor =

(see fig. 2(b)). Therefore, once the critical blade section for a
particular blade has been determined, the allowsble stresses may be
obtained for & range of cooling-air flow ratio. These allowsble
stresses are then used in conjunction with the centrifugsl stress
obtained at the critical blaede section to determine stress-ratioc factors
for g range of cooling-sir flow ratioc. A stress-ratio factor is then
assumed for determining a minimum value of cooling-gzir flow ratio.

Stress-ratio factors based on anslyticel blade temperstures are
determined in the following manner:

(1) Determine the blade shell radial temperature distribution
(Curve 2) for the blade under consideration.

(2) Calculate the average peripheral blade temperature from eque-
tion (1) Por & range of cooling-air flow ratioc for a series
of radial stations (Curve 1).

(3) Plot the blade shell temperature distribution es determined from
blade materisl stress-to-rupture data (Curve 2) and the radial



10 NACA RM E52G18

Rt ALE A :_‘_

blade tempersture distributions (Curve 1) on the same coordi-
nates and obtain & point of tangency between one of the blade
temperature-distribution curves (Curve 1) and the blade shell
distribution curve (Curve 2). The radial blade position at
which this point of tangency occurs is assumed to be the
ecritical blade section (see fig. 1(c)).

(4) Use the average peripheral blade temperatures occurring at the
critical blade sectlon and the blade stress-to-rupture data
to obtein an average allowable stress for each of the cooling-
air flow ratios considered. (Since an average blade tempera-
ture 1s used, it is not possible to obtain an integrated

alloweble siress based on a peripheral tempersture distribu-__

tion.)

(5) Calculate the average centrifugal stress at the critical blade
section. : -

(6) Divide the average allowsble stress at a given cooling-alr flow
ratio by the average centrifugal stress and thus determine a
stress-ratio factor for the given cooling-air flow ratioc.

Pressure-Loss Characteristics

Once the required cooling-air flow ratio for a given stress-ratio
factor has been determined, the required cooling-air static pressure at
the blade root may be calculated from the following eguations (equa~
tions (1) and (11), reference 12, in the present notation):

Tg - 1 2
Pan farMar (Tan(tt 7 Mo (10)
P&.,T - Aa,h Ma,h Té’T Ta - l 2
1 + I Ma,h
and
2 2
1 1 Mg,p” (1 + 0.2 My 4fbrg 8,T
5 = 2+1.21’ﬂ. 2\ 1 0.2 7 |+ *ﬁ‘h+Ta]-nT1 +
Mo, nw  Ma,m My, p“ \1 *+ 0.2 ¥y p a,
2
Té,T'Té,h< 1) z‘brhb(l+7‘a'lMa2) _L<1>ml+;n_>
2 - Z 2
Po Mp2Ts /o er o P \M 2T *h
(11)

2582
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where

(E]é?l)m "3 [(Ma;—Té)h ) (Ma;-Té)T]

and

-1 - -
(l + .ta;z__ M32>m = %. {(l + -Y;a.'_z-.l_. M&,hz> + (l + IE’._é_l Ma,T2>]

The cooling-air total temperature at the blade tip required in equa-
tions (10) and (11) may be calculated from equations presented in
reference 11 with & known value of Té.,h' The equatlon parameters @
and ¥ a8 well as methods for determining Da,Ts Mé’T, and f are
presented in reference 12.

@

SIMPLE ANALYTICAL: CRITERIA FOR SEILECTING AND EVALUATING
ATR-COOLED BLADES

The selection and evaluatlon of several coolant passage configura-
tions for a blade with a specific application by the detailed analytical
methods Jjust described is a rather long and involved process. It is
desirable that a more rapld method for the relative evaluation of s
nunmber of coolant passage configuratlons for a glven blade be available.
Such a method, based on certain geometric fgctors of the coolant passage
configurgtions, has been evolved. The coolant flow area and the
internal cooled surface area are the criterias used to evaluate the cool-
ing effectiveness of the coolant configurations; the volume of the air-
foil and the cross-sectionel metal srea are used for the blade weight
and stress criterla; and the hydraulic diameter of the coolant passage
gives an indication of the cooling-eair pressure losses. A number of
coolant passages for a specific blade can be investigated quite rapidly
by the use of these geometric factors, and then the sbsolute evaluation
of the more promising configurations can be made by the detaliled methods
Just described.

Blade Cooling Effectiveness Criterion

Since for & specific blade shape and application the outside heagt-
transfer coefficient remains constant, the factors influencing the copl-
ing effectiveness of a blade are the inside heat-transfer coefficient
and the effectiveness of the internal heat-transfer surface area. Com-
pining equations (3) and (4) shows that

SN,
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W 0.8 /71 \0.8 /&
hg,B = O- 019< Pn ) (&)o (k—f% . (12)
Ag “a, I Dy

With EA,B and EQ,B assumed constant, equation (12) cen be written

_ w, B, \0-8 /7 \0-8
ha,B“(Kah) <§> (ﬁ) (13)

The total amount of heat transferred to the cooling slr passing through
the blade is given by

Q= &a,B Si,t (TB,t - Té) = ho so (Tg,e - TB) (14)
where Tﬁ,t is the average temperature of the inside wetted surfacé

and Tb is the average temperature of the blade shell. BSubstituting
equation (13) into the first part of equation (14) gives

"10.8,m:0.8
A Qe o

With the hydreulic diemeter defined as 4Agb/Si,t+, equation (15) can

e written
s 1.2 Tf 0.8 _ _
G S

It can slso be shown that (Ta/_ )0- 8 (TB t'T } is a function of
(wa) , where the exponent 6 1s negative but less than 0.8. Thus,
equation (18) can be written

1.2 j
Q= K" (w5)08 (wp)® (S_’_i_i_?__)

Ag

or > (17)
1.2

S4
Q =Km (Wa)B ( I: J

where the exponent B 1is positive.
CQEEIDENTIEEAL;di
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The higher the ratio (Si,t)l'z/ﬁé to dissipate 8 glven amount of
heat Q, which is essentially constant except for small changes in the
average blade temperature, the smaller is the required cooling-air flow.
The cooling effectiveness of a configuration is increased as the required

cooling-air flow is decreased. The ratio (8i,t)1+2/Aq therefore is
the criterion to be considered for the cooling effectiveness of an air-
cooled blade.

Blade Stress and Weight Criteris

For a specific application of a blade shell having a given spanwise
variation in the blade wall thickness, wherein it 1s assumed that the
blade shell and internal heat-transfer surfaces support themselves
separately, it can be shown that the centrifugal stress at any blade
span position is a function of the ratio of the cross-sectionsl metal
area of the blade at the blade tip to the cross-sectional metsl area of
the blade at the specified span position. Therefore, in order to obtain
a relative indication of the centrifugal stresses of a particular blade
shell having various coolant passage conflgurations, 1t is necessary
only to compare the ratios of the cross-sectional metal sreas at the
blade tip with the cross-sectional metal areas of the blades at the
desired span position. Essentially, this comparison is simply a compari-
son of the taper ratios of the blades. For simplicity, however,
especially when the relative merits of a particular tapered blade shell
having & number of different constant-area coolant passage configura-
tions are desired, & relative comparison of the centrifugal stresses
may be obteined by considering the ratioc of the cross-sectional metzsl
area of the tapered member (blade shell) to the cross-sectional metal
area of the untapered members (coolant passage configurations) at a
particular span position. This comparisoh is usually mede at the blade
root where the stress is the greatest and drawings of the blade under
consideration are usually available. The larger this ratio Atap/Auntap
is, the smaller is the centrifugal stress. For example, a tapered blade
shell having no internel heat-transfer surface (hollow air-cooled blade)
would have a ratio of infinity at the blade root, whereas the same blade
shell having fins in the coolant passage might have a ratio equal to
five. Therefore, the hollow blade would have the smaller centrifugal
stress of the two blades. If the blade shell has no taper (Atap/Auntap
is zero), the untapered blade shell will have the same stress at a
particular span position regardless of the coolant passage configuration.
It is to be pointed out, however, that this simple criterion for a rela-
tive indication of the blade stress is dependent on only the blade cen-
trifugal force and does not necessarily indicate the stress-ratio factor
since the stress-ratic factor combines the effect of both stress level
and cooling effectiveness. As a consequence, this criterion can be con-
sidered only as & preliminary indication of blade strength, and an evalua-
tion of the stress-ratio Pactor to obtain the effects of cooling is
necessary in the finsl analysis.
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The volume of metal in the airfoil section gives a direct measurement
of the relative weight of the various configurations. Lightweight blades
are important in that less metal is required in the blades themselves
and because the rim loading on the disk is reduced, the disk structure
can usually be lightened considersbly. -

Blade Pressure-Losg Criterion

The determination of the static pressure at the blade base by use
of equations (10) and (11), although they are considersbly shorter then
the original equations reported in reference 11, is rather lengthy if a
large number of coolant passage configurations are to be investigated. _
An examination of equations (10) and (11) and the equation in refer-
ence 11 for the temperature rise of the cooling air indicatee that for
a gilven blade profile and application the primary variables affecting
the cooling-air pressure variation are the coolant flow area, the cooled
surface area, the friction factor, and the hydraulic diameter. With the
friction factor assumed a function of Reynolds number and the Reynolds
number for a constant weight flow assumed expressible as a function of
the coolant flow ares and the hydrsulic dlameter, it asppears that the
hydraulic diameter (which can be expressed in terms of the coolent flow
aree and the cooled surface area) cen be used &s a criterion for the
relative evalustion of the cooling-alr pressure losses as long as the
coolant Fflow areas are of approximately the same magnitude. As the
hydraulic diameter becomes larger, the pressure losses would tend to )
decrease. For configurations which tend to have a pressure rise through
the blades, as Dy, becomes larger the amount of pressure rise increases,
which les a decreased pressure loss.

PROPOSED GENERAL COOLANT PASSAGE DESIGN METHOD

A proposed deslgn method for the selection of a coolanl passage con-
figuration for any air-cooled turbine rotor blade utilizes both the
detailed snalytical methods and the simple analytical criteria Just
described. With & given blade profile and turbine operating conditions,
a relative evaluation of a number of coolent passage configuratlons can
be made utilizing the criteris described in the simplified analysis.
From large cross-sectlonal layouts of the various coolant passage con-
figurations to be considered, the geometric factors involved in the
simple anslytical criteria are evaluated. These factors are:

(1) coolant flow area Ag, (2) total cooled surface area Si ¢ (which

is the wetted inside perimeter Iy multiplied by the blade span b),

(3) volume of metal in the airfoil section, (4) cross-sectional metal
area of the tapered member of the blade Aggp, (5) cross-sectional
metal area of the untapered members of the blade Ayntgp, and

(6) hydraullc dlemeter of the coolant passage ﬁh.

SRR v
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The confilguration with the highest cooling effectiveness, that is,
the blade which will require the least amount of cooling air to main-
tain a given blade temperature, will be the blade which has the highest .
value of the criterion (si)t)i-Z/Ka. The blade lightest in weight __
will be that with the smallest metal volume. The configuration with the
highest value of Atap/Auntap will have the lowest centrifugal stress
at the blade root. The largest hydraulic diameter Dh wlll indicate
the coolant passage configuration with the smallest pressure losses.

.It is quite probable that one blade coolant passage configuration will

not have the best values for all the criteria considered and some com-
promises will be necessary.

The most promising of the coolant passage configurations as deter-
mined by the simple analytical criteria then must be further anslyzed
by the detailed analytical methods to obtain absolute values of the
requlred cooling-air weight flow, the pressure loss, and the strength
characteristics.

PROCEDURE USED TO VERIFY SIMPLE BLADE EVALUATION CRITERTIA
Experimental Verification of Deteiled Analytical Procedure

The basic equations for the evaluation of the pressure-loss charac-
teristics of air-cooled turbine blades hgve been verified for two air-
cooled blade configurations investigated in s static cascade (refer-
ence 12). Although the equations as presented herein are for a rotating
blede and experimental verification for the rotating case has not as yet
been obtained, the equations are believed applicable.

The use of the stress-ratioc factor as & criterion for the strength
characteristics of air-cooled blades is reported in reference 4 in
which it is shown to be an improved method of comparing and evalusting
air-cooled turbine blades having different temperasture gradients
(chordwise) and different coolant passage configurations and Pfabricated
from different materials.

In order to determine to some degree the valldity of using the one-
dimensional radisl-blade-temperature equation for predicting blade tem-
peratures, a comparison was made of the analytical blade temperatures
and the experimental rotor blade temperatures obtained in a turbojet
engine reported in references 4 and 5. The experimental blade tempera-
tures were obtained on blades of profile 1 (fig. 3(a)) of configura-
tions A and B (see table I). The blade temperatures compared are the
average blade temperatures at approximately the 1/3-span position,
which is the region where air-cooled blades generally fail. To obtain
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this average temperature from the experimental results, the measured
blade temperatures at a number of chordwise positions at the l/3-span
position were plotted in the form of a temperature-difference ratio
(Tg,e'TB)(Tg,e'Ta,e,h) (reference 1) against the blade periphery for
several cooling-ailr flow ratios, and integrated average temperature-
difference ratlios were obtained. The effective gas temperature and the
effective cooling-air inlet temperatures assumed for the analysis were

used to evaluate the average blade temperstures for the cooling-air flow

ratios considered. Then the allowable stress used ln both the stress-
ratio factors based on analytical temperatures and the stress-ratio
factors based on experimental blade temperatures were evaluated on the
basis of an average blade temperature, whereas in references 4 and 5
the stress-ratio factors are based on an integrated allowable stress
determined from & chordwise temperature-distribution curve. The 4dif-
ference between these. two methods of determining stress-ratio factors
is dependent on the nonlinearity of the stress-to-rupture curve for the
blade material under consideration. In most cases this difference is ~
small. For example, at a cooling-air flow ratioc of 0.02 the stress-
ratic factor baged on an Integrated allowable stress determined from
experimental chordwise blade temperatures and a stress-ratlo factor
based on an experimental sverage blade temperature axre 3.0 and 3.1,
respectively, for configuratlion A of this report.

The insert blade with fins of reference 5 was a twisted blade, .
whereas configuration B, profile 1, of this report is considered to be
nontwisted. The profiles of the blades, however, are practically iden-
tical. It was assumed, for the purpose of this analysls, that the
effect of thils twist would be negligible in the evaluation of the out-
slde heat-transfer coefficlent at the blade span position considered.

Verification of Simple Criteris for Three Coolant
Passage Configurations of Profile 1

Although the development of the criteria for the rapid selection of
a coolant passage configuration is evident from the equations involved
for the cooling effectiveness and the centrifugel stress, the casge of
the hydraulic diameter for describing the pressure-loss characteristics
is not so well defined. As & verification of the criterias proposed, a
comparison was made of three coolant passage configurstions for an air-
cooled nontwisted blade designed for use 1n a turbojet engine with a
centrifugal compressor (see fig. 3(a) for blade profile) using both the
simple criteria and the detalled analytical methods.

2582
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Blade aerodynamic design. - In the design of the aerodynamic profile
for turbine rotor blades suitable for air cooling, several problems not
considered in most turbine rotor blade designs were introduced. To
provide adequate cooling of the blades with the type of internal heat-
transfer surfaces used, it was necessary that the blade leading and
trailing edges be sufficiently large. For fabrication simplicity, it
was advantageous for the rotor blade to have no aerodynamic twist along
the radius and for the coolant passage to be of constant cross section
from root to tip. To ald in investigating these problems, a nontwisted
rotor blade of uniform camber was designed for the turboJjet engine with
the centrifugal compressor on the basis of the analysils of reference 18.
The solidity, aspect ratio, and axial chord were maintained the same as
for the original uncooled turbine, but the blade profile was altered to
provide a straight, constant-area cooling-air passage within the blade.
In the design of the twisted turbine stator blades for the centrifugal
engine, the solidity, aspect ratio, axial chord (at the mean section),
blade height, and leading- and tralling-edge radili of the originsl.
turbine were maintained. The profile derived is shown in figure 3(a).

Coolant passage configurations. - A total of three coolant passage
configurations was considered for the turbine blade for the turbojet
engine with the centrifugal compressor (see teble I). A 10-tube blade,
configuration A, an insert blade with fins, configuration B, and a
finned blade, configuration C, were first analyzed by the simple cri-
teris and then checked by the detailed analytical methods. Comparisons
were made of the three coolant passage configurations on the basis of
analytical blade temperatures, stress-ratio factors, cooling-air static
pressure varigtions, and blade weight.

Illustration of Selection of Coolant Passage Configuration
for Profile 2 Using Simple Criteris

As an example of the method described in a preceding section, the
selection of a coolant passage configuration for a turbine blade for
application in a turbojet engine having an axial-flow compressor (see
fig. 3(b), profile 2), which is quite different in aerodynamic profile
from that for the engine with the centrifugal compressor, is presented.

Blade aerodynamic design. - The comservative aerodynamic loading and
centrifugal stresses of the turbine of the axial-flow-compressor engine
offered opportunities for & drastic revision of the entire turbine
design to reduce the number of blades to be cooled, decrease the rim
loading on the disks, and increase the scale of the blade coolant pas-
sage so that more uniform cooling and incregsed producibllity could be
achieved., " To accomplish this, the number of blades was reduced from
96 to 72, but the solidity was maintained constant by Increasing the
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axisl chord of the blade from 1.68 inches to 2.27 inches. The rotor
blade height was maintained constant. Because of the low tip speed and
large diemeter of. this particular turbine, it seemed that, in addition
to the constant-area coolant passage, the, outside aerodynamic profile
could also be maintained constant from root to tip. This resulted in a
blade with no taper, which should facilitate the fabrication procedures.
The centrifugal stresses at the blade root of this counstant cross-
section shell were not prohibitive. The twisted stator blades were
designed on the same basls as those for the centrifugel-flow-compressor
engine. The design procedures and the results of a performance investl-
gation of a scale model of the axial- flow-compressor engine turbine
stator and rotor blades (profile 2) in cold air are presented in refer-
ence 19.

Coolant passage configurations. - Nine coolant passage configurations
were considered for the turbine rotor blade of the axial-flow-compressor
engine (fig. 3(b)). These configurations (see table II) were first
analyzed utilizing the criteria based on the geometrilc factors, and the
two most promising configuratlons were then anaslyzed by the detailed
methods to determine the average effective inside hest-transfer coeffi-
cients. The minimum cooling-alr flow requirements were then evaluated
for the insert blade with fins (fig. 4) for a cooling-asir inlet tem-
perature of 180° F using the one-dimensional radial blade temperature-
distribution equation, and the required cooling-air pressure at the
blade root for this condition as well as the variation of stress-ratio
factor with cooling-air flow ratio was determined.

Engine Conditions Affecting Cooling Requirements

The analyses reported herein were made at sea-level static engine
conditions for both the centrifugal-flow-cdmpressor engine (profile 1)
and the axiasl-flow-compressor engine (profile 2). The values used in
the analyses for determining the cooling requirements are given in
table ITI.

RESULTS AND DISCUSSION
Experimental Verification of Detailed Analytical Procedure

Since experimental blade temperatures were availlable for configursa-
tions A and B of profile 1 (references 4 and 5) at a position of
16 1nches from the blade root, a comperison was made between theory

and experlment on. the basis of average blade temperatures over a range
of cooling-air flow ratio to verify the use of the one-dimensional
radial blade-temperature equation. A comparison wes also made between’

ey
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the stress-ratio factors based on average analytical blade temperatures

and integrated experimental blade temperatures to determine the signifi-
cance of differences between these two temperastures on the stress-ratio

factor. Figure 5 presents the comparison between snalytical and experi-
mental average blade temperatures for cooling-air flow ratios up

to 0.04. A cooling-air inlet temperature of 180° F was used for all

cages.

For configuration A (fig. 5(a)) and configuration B (fig. 5(b)},
the experimental blade temperatures at the span position investigated
compared quite favorably with the analytical results over the cooling-
air flow ratio range investigated. In both cases, the experimental
blade temperatures averaged approximately 40° to 80° F gbove the
snalytical blade temperatures. The aralytical results will usually
indicate lower blade temperstures than the experimentel results, for
in the theory the contact between the internal hest-transfer surfaces
and the blade shell was assumed perfect. This is not the case for the
blades used in the experimentel investigations. Figure 3 of refer~
ence 4 shows that the thermal bond between the tubes in the coolant
passage and the blade shell was approximstely 50 percent of that desired.
If the contact had been perfect, as was assumed in the analytical
analysis, the experimental blade temperatures would have been lower.

No attempt has been made in the esnalytical analysis to account for poor
thermal bond between a portion of the internal heat-transfer surface
and the blade shell.

Figures 6(a) and 6(b) present a comparison between anslytical and
experlmental average blade temperatures for configurations A and B of
profile 1 on the basis of stress-ratio factor as a function of cooling-
air flow ratio. The stress-ratio factor was determined from the blade

7
temperaturee et a span position lig Inches from the blade root and the

cooling-air inlet temperatiure wes assumed to be 180° F. The results
based on experimental temperatures showed good agreement with those
based on analytical calculations, but the significence of the 40° to
60° F difference between the analytical and experimental results should
be noted. In figure 6(a), configuration A, for a stress-ratio factor
of 2.0, the analytical results indicated that a cooling-air flow ratio
of 0.012 was required, but experiment showed that & cooling-air flow
ratio of 0.015 was necessary to obtalin the same stress-ratio factor.
Thus, the actual cooling-air flow ratio was approximately 25 percent
greater than the theory indicated. This again was due to the fact that
in the blede temperature range considered, the stress-to-rupture dats
of the material used (Timken alloy 17-22A(S)) decreased rapidly with
rupture temperature. A slight increase in blade temperature (40° to
600 F) represented a large decrease in allowsble blade stress, which is

o e
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used in the determination of the stress-ratio factor, and thus for a
given cooling-air flow ratio a lower stress-ratic factor was obtained.
Conversely, to maintain a given stress-ratio factor, the actual cooling
air required was greater than that indicated by theory.

As mentioned previously, the pressure-loss equations (11) and €12)
were verified in a static cascade and the results reported in refer-
ence 12. The use of the stress-ratio factor was reported in refer-
ence 4, vwhere it is shown to be an improved method for comparing air-
cooled blades.

Verification of Simple Criteria for Three Coolant Passage
Configurations of Profile 1

Anslysis by simple criteria. - To verify the simple criteria pro-
posed herein for the evaluation of turbine blades, the two blades for
which experimental data had previocusly been obtained were evaluated
Pirset. In addltlon, a coolant passage that was believed to be better
was also evaluated., The simple criteria for the three coolant passage
configurstions for the turbine rotor blade of the centrifugal-flow-
compressor turbojet engine are compared in teble I. Because of the
high tip speeds .and the relatively small diameter of the centrifugal-
flow-compressor engine, the blade shell was tapered from 0.020 inch at
the blade tip to 0.060 inch at the blade root to obtain reasonable
blade stresses. The values presented in the table were cbtained from
cross-sectional layouts which were ten times the size of ‘the actual
configurations, and in all cases the small fillets formed by the braze
meterial were neglected. Higher values of all the simple criteris,
with the exception of the weight criterion, lndicate the more desir-
able blades. o

Configuration A: This blade with 10 tubes in the coolant passage
has been proved (reference 4) to be satlsfactory and therefore the
values of the cooling effectiveness criterion, weight criterion, stress
eriterion, and pressure-loss criterion. (see table I) were taken as base
values with which other configuratlons were compared.’

Configuration B: This blade, in which the coocling air is forced to
£low between the insert and the blade shell and in which the heat is
dissipated by means of the small fins, should require less cooling-air
flow than configurstion A to maintein a given blade temperature, since
the value of the cooling effectiveness criterion was larger. Con- '
figuration B was some 22 percent heavier than configuration A as shown
by the welght criterion. The stress criterion indicated that configura-
tion B would have a higher centrifugal stress at the blade root than
configuration A end, because of the smaller hydraulic dlameter of con-
figuration B, its pressure loss would be greater.

ZRG7



28se

NACA RM E52G18 SN 21

Configuration C: It was thought that blades with relatively thin
profiles should not need inserts because the Internal surfaces or fins
would be short enough that they would be effective even near the meean
camber line of the blade. Therefore fins made from 0.010 inch sheet
metal in the form of corrugetions were placed entirely across the blade.
Although the total volume of metal in the airfoil is somewhat larger
than that in configuration A, the cooling effectiveness criterion is
larger, indicating that less cooling air would be required. The stress

criterion indicates s higher centrifugal stress at the blade root than
that of either of the other configurations and the smaller hydraulic
dismeter implies a larger pressure loss.

Since the weight and pressure-loss criteris of configuration C do
not vary considerably from those of configuration B, blade C would
probably be chosen as the best blade because of its high cooling
effectiveness. The choice of configuration C over configurgtion B
would, however, be influenced by the relative complexity of the required
fabrication techniques.

Analysis by detailed analytical methods. - To check the results
obtained for the three coolant passage configurations of profile 1 by
means of the simple criteria, the cooling effectiveness, stress-ratio
factors, and pressure losses were evaluated using the detailed analytical
equations.

Cooling effectiveness: The variation of aversge blade tempersture

7
at a position 13g inches fram the blade root with cooling-zir flow ratio

is shown in filgure 7 for the three internsl passage configurations of
profile 1. The cooling-air inlet temperature at the blade root was
assumed to be 180° F. For a given average blade temperature in the
range from 900° to 1100° F, the tube-filled blade, configuration A,
reguires 55 to 80 percent more cooling alr than does configuration C.

Figure 7 also verifies the trends predicted by the cooling effective-
ness criteria of table I. To maintain a certain blade temperature, con-
figuration A would require the largest amount of cooling alr and con-
figuration C, the smallest.

Stresses and stress-ratio FPactor: The stress criterion at the blade
root Atap/Auntap as presented in table I was verified by detailed

analytical calculations of the centrifugal stresses. The relative 4if-
ferences among the centrifugal stresses at the blade root for the three
configurations, however, were not so great as would be expected from the
simple criteria. The large differences among the simple criteria for the
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three configurations existed because Aigp was quite large compared
with Ayptaps; small variations in Ayntgp resulted in the large dif-
ferences between the ratios. A comparison of the actual stress and
the simple criterion is given in the following table:

Configuration { Stress criterion | Centrifugal stress
Atap at blade root
Auntap (psi)
5.24 32,600
B © 4,26 33,150
3.90 _ : 33,400

A comparison of the three internal passage configurations is shown
in Pigure 8 on the basls of stress-ratio factor and cooling-air flow
ratio. With a stress-ratio factor of 2.0, configuration A would require
a cooling-air flow ratio of approximastely 0.012, configuration B would
require a cooling=alr flow ratio near 0.008, and configuration C would
require a cooling-air flow ratio of 0.0075; that is, the cooling-air
flow ratio for configuration B would be approximately 25 percent less
then that required for configuration A, and that for conflguration C
would be about 37 percent léss than that for configuration A. This
comparison, on the baslis of stress-ratio factor and cooling-air flow
ratio, also substantietes the relative cooling effectiveness shown in
teble I. Thus the analysis indicates that if a stress-ratlo factor of
around 2.0 is adequate (reference 4), both finned configurations (B and C)
for the high-stress turbine for the centrifugal-flow-compressor turbojet
englne should operate at sea-level static engine conditlons st cooling-
air flow ratlos below 0.01. It should be remenmbered, however, that
the simple stress criterion Atap/Auntap 18 an indication of only the

blade centrifugal stress and does not necessarily select the blade
with the best stress-ratio factor since the stress-ratio factor is also
very dependent on the blade cooling effectiveness,

Pressure losses: The use of the hydraulic diameter as gn indication
of the relative pressure losses, assuming & constant cooling—air flow
rate, was verified. (As the hydraulic diemeter increased the pressure
losses decreased.) Equations (10) and (11) were used and the static
cooling-air pressure at the blade tip was assumed to be 23.75 pounds
per square inch absclute. The results of the detaliled calculations,
both for a comnstant cooling-air weight flow to verify the pressure loss
criteria end for a constant stress-ratlo factor of 2.0, are shown in
the Pollowing table. It should be noted that pressure rises were
cbtained for all three configurations and an incressed pressure rise

SRR



2882

NACA RM E52G18 -« 23

indicates a decreased pressure loss. Thus, for the three configurations
considered, the hydraulic dilameter will increase as the pressure rise
increases. Pressure rises were obtained because the Mach numbers in
the cooling-air passages were quite low and the pumping action of the
blades was greater than the inherent pressure drop through the blade.

Configuration | Pressure-loss Pressure loss through blade
criterion Pg,T - Pa,h
Py (1b/sq in.)
(in.) Coolant flow con- | Stress-ratio factor -
stant at 0.0162 constant at 2.0
Ib/sec
A 0.0758 5.44 5.44
B .0576 4.75 5.13
.0506 4.70 5.09

In conclusion, the method which involves the simple criteria gives
an accurate relative evaluation of the three coclant passage configura-
tions of the turbine blade for the centrifugsl-flow-compressor engine.

Illustration of Selection of Coolant Passage Configuration
for Profile 2

Analysis by simple criteria. - As a further exasmple of the applica-
tion of the simple criteria, a coolant passage configuration was
selected for the turbine rotor blade of an engine with an axisl-flow
compressor. Nine coolant passage configurstions were considered. In
table II sre presented the values of the criteria considered for the
various configurations, the metal thicknesses of the component parts,
and a sketch of each configuration. The bilade shell was 0.018 inch
thick with no taper. 8Since this blade has no teper, the centrifugal
stress at the blade root was the same for all configurastions considered
and the value of the stress criterion was zero. The blades are pre-
sented in the order in which they were considered. The values pre-
sented in the table were obteined from ten times the actusl size lay-
outs. Here again, the effect of the braze material was neglected.

Configuration A: The first configuration considered was s tube-
filled bldde in which the blade shell was packed with 23 smell tubes
(see table II for tube sizes). Although the cooling effectiveness
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criteria sppeared to be reasonable, the total volume of metal in the
alrfoil section was large and 1t was thought a lighter configuration
could be found. Also, the coolant flow area was much larger than that
of blades previously investigated (profile 1) and it was considered
advantageous to reduce this area in an effort to increase the inside

heat-transfer coefficient. The pressure loss criterion Dy was of
the same order of magnitude as that of profile 1.

Configuration B: This configuration 1ls the same as configuration A
except that the tubes in the center of the pack have been blocked off
by meens of a cap at the base of the blade. It was realized that this
plade would be heavier than configuration A, but it was considered in
order to examine the effect of this blockage on the cooling effective-
ness criterlon. This criterion was found to change very little,
although the cooling-air flow area was considerably smaller. The
pressure-loss criterion was alsc smaller, indicating a slightly larger
pressure loss.

Configuretion C: In an effort to utllize sheet metal instead of
tubes to form the internal heat-transfer surface and reduce the welght
of the blade, configuretion C was evolved. This blade was about 30 per-
cent lighter than the first two configurations considered, but the
cooling effectiveness criterion was quite small. It was also thought
that the points of contact between the internsl surfaces and the blade
shell were spaced too far apart. With the thin blade shell (0.018 inch)
and the wide spacing, large temperature gradients would probably occur
in the blade shell between the points of contact. The hydraulic dlam-
eter, however, was quite large and therefore the pressure losses would
be low,

Configuration D: This configuration wes made in an effort to
increase the cooling effectiveness criterlion over that obtained in con-
Piguration C by increasing the amount of cooled surface area. The metal
thickness of the corrugations was double that used for configuration C
to keep the coolant flow area small. Although the cooled surface area
Increased considerably, the coolant flow area also increased and the
resulting cooling effectiveness criterion was still considered too
emall. The volume of metal in the eirfoil section was approaching the
values of configurations A and B, which were considered too heavy. The
pressure loss criterion, however, wes larger than the criteria of con-
figurations A and B.

Configuration E: It was decided that blades which are quite thick
in the midchord region, such as profile 2, should have an insert in the
center of the blade so that the cooling sir is forced to flow in an
ammulus next to the blade shell where 1t would be most effective. Such
an insert was provided in configuration E. Here the corrugations were
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0.015 inch in thickness and the cooling effectiveness criterion was
larger than the criteris of configurations C and D, but not so large as
those of A and B. The blade welght, however, was approximstely 15 per-
cent lower than the weights of configurations A and B. The pressure-
loss criterion was smaller than the criteria of C and D, but larger
than those of A and B. Here sgain it was thought that the points of
contact of the Internal corrugations and the blade shell were too far
apart.

Configuration F: This configuration was made in an attempt to
obtain g high value of the cooling effectiveness criterion by the use
of a large insert. This wes accomplished and the volume of metal in
the airfoll section was lower than any previously considered with the
exception of that of configuration C. This configuration was discarded,
however, because the nonuniformity of the corrugations did not appear
desirable with regard to fabrication and it was gquite probable that
some of the very small passages in the midchord region would become
plugged when the assembly was brazed. Also, these small passages Iin
the mldchord region would have a higher pressure drop than the passages
in the leading- and trailing-edge sectlons, and 1t 1s posslble that the
midchord passages would receive little cooling air. This configuration
had the smallest hydraulic diasmeter of the coolant passage configura-
tions considered.

Configuration G: With 0.015 inch thick sheet metal for the corruga-
tions, this configuration had a cooling effectiveness criterion com~
pareble with the criteria of configurations A end B, but was only sbout
7.5 percent less in weight. Also, the corrugstlons were not wmiform,.

Configuration H: This blade is quite similar to configuration G
with the exceptions that uniform corrugations were used and 0.010 inch
thick sheet metal was used for the insert and corruygations. The result-
ing blade has a value of cooling effectiveness crilterion approximstely
the same as that of configuration G and the coolant flow ares was con-
sidered reasonsgble. The total volume of metal in the airfoil section
was approximately 25 percent lower than in configuretion A. The
pressure-loss criterion sppeared adequate when compered with the values
obtained for the other configurations. The pitch of the corrugations
was such that large temperature gradients in the shell would not be
encountered as the heat was conducted from the shell into the corruga-
tions. This configuration appeared desirable on the basis of comparison
of the various criteria and required fabrication procedures and was
selected for g more thorough analysls to determine the required cooling-
alr flow ratios, required cooling-air pressure at the blade base, and
the veriation of the stress-ratio factor with cooling-air flow ratio.
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Configuration I: Although it was thought that this configuretion
would probably be heavier than configuration H, the sheet metal corruga-~
tione were simulated by utilizing tubes placed around the insert. Con-
figuration I wes spproximately 20 percent heavier than configuration H,
but the cooling effectiveness criterion was larger, indicating better
cooling effectiveness. This is somewhat misleading in that the braze
material was neglected. A large portion of the cooled surface area 1s
obtained by the small passages between the tubes and it 1s quite -
probable that a large number of these passages would hecome plugged
when the blade assembly is brazed together. On the assumption that
these passages would remain open, the effective inside heat-transfer
coefficient hy was determined and compared with thet obtained for

configuration H.

Analysis by detalled methods. - Detalled analytical calculations
were mede on configurations H and I, insert blades with fins and tubes,
respectively, of profile 2 for a comparlson of the average effective
inside heat-transfer coefficients. Further calculations were made for
configuration B to determine the absolute values of the cooling effec-
tiveness, stress-ratic factor, and pressufe losses.

Cooling effectiveness: The first comparison mede (fig. 9) was the
relation of the average effective inslde heat-transfer coefficient hyr

to the inside heat-transfer coefficlent E; B for configurations H

and I, the two best configuratlons of profile 2 a8 determined on the
basls of the simple criteria. Over a range of anticipated cooling-alr
weight flowslip.Ols to 0.040 lb/sec) the average inside heat-transfer
coefficient ha,B of configuration H was found to be approximately

5 percent lower than that obtained for configurstion I and the coeffi-
cients _were in the range of 0.0l (Btu/(sec)(sq £t)(°F)). Figure 9
shows that there was a significant difference between the effective
coefficients only at the higher values of the inside heat-transfer
coefficient ha B+ However, the facts that for the same cooling-alr
welght flow configuration I has a higher average inside heat-transfer
coefficient ha B and that for the same values of ha B configura-
tion I has a higher hf bear out the results of the sﬁuple analysis
wherein it was shown that the cooling effectiveness criterion was
larger for configuration I than for configurastion H. The difference
in the region of 0.0l (Btu/(sec)(sq £t)(°F)) between the average effec-
tive inside heat-transfer coefficlents hpe of configurations H and I

was not sufficient to warrant any further comsideration of configura-
tion I, since, as pointed out in the previous section, configuration I
hes the disadventage of being heavier than configuration H. It was also
thought thet this small difference in the average effective inside heat-
transfer coefficient would undoubtedly be eliminated by closing a few
of the small passages between the tubes of configuration I when brazing
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the component parts -of the blade. The low heat-transfer coefficient
was due to the large cooling-air flow area and the over-all cooling
effectiveness of these two configurations could be increased by increas-
ing the inside heat-transfer coefficient.

Figure 10 shows for configuration H the variation of the average
analytical blade-shell temperature at a position 1.5 inches from the
blade root with cooling-air flow ratio for a cooling-air inlet tempera-
ture of 180° F. The values used in this analysis are given in table IIT.
This figure was obtained by solving eguation (1) for the average blade
temperatures over a range of cooling-asir weight flow. The critical
blade sectlon, or the span position where a blade radial temperature
curve was tangent to the blade shell tempersture-distribution curve
(see fig. 1) was found to be 1.5 inches Ffrom the blade root. The use of
a cooling-air inlet temperature of 180° F assumed that the cooling sir
is obtained from one of the earlier stages of the cqmpressor or that
it is cooled by means of a heat exchanger or expansion system before it
reaches the blade. At cooling-sir flow ratios of 0.0l to 0.02, the
average blade temperatures varied from 1150° to 1035° F.

Stresses and stress-ratio factor: Because of the conservative cen-
trifugal stresses in the turbine of the axial-flow-compressor turbojet
engine, a nontapered rotor blade shell could be utilized. The cen-
trifugasl stress at the root of the rotor blade for the conditions inves-
tigated was 28,000 pounds per square inch.

In figure 11 the stress-ratio factor, the ratio of the allowable
stress to the actual centrifugal stress, is plotted against the cooling-
air flow ratio. If the stress-ratio factor of 2.0 is assumed adequate
(reference 4), the required cooling-air flow ratio for a cooling-asir
inlet temperature of 1809 F is 0.013 when the blade materisl is assiumed
to be Timken alloy 17-22A(S).

Pressure losses: The required cooling-air static pressure at the
blade root was determined from the required cooling-sir flow ratio for
a stress-ratio factor of 2.0. A static pressure at the blade tip of
31.5 pounds per square inch absolute and equations (10) and (11) were
used to f£ind the required static pressure at the blade root, which was
26.4 pounds per square inch absolute. This pressure rise in the blade
indicates that the compressor can probably be bled at some stage before
the compressor discharge at sea-level static engine conditions. With
the pressure required for bleed at the compressor assumed as 35.0 pounds
per square inch ebsolute (this allowed over 8.0 pounds per square inch
pressure loss from the compressor to the base of the blade), the
cooling-alr temperature was slightly higher than 180° F, but the change
in required coolant flow ratio was negligible.
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Comparison of Profiles 1 and 2

A1l the internal passage configurations considered herein can be
assumed to be a form of fin. It is known that for a given fin thick-
ness there is a finite length of fin that can be utilized effectively,
and beyond thils length little additional effective heat-transfer surface
ares can be gained. Therefore, in blades similar to profile 2 which is
quite thick in the midchord regilon, the analysis indicated that an '
insert should be used. This allows the use of shorter fins; also, the
cooling air is directed near the heated surfaces of the blade shell and
higher inslde heat-transfer coefficients can be obtained for a given
amount of cooling air because the use of the insert decreases the
coolant flow area., In axial-flow-compressor engines of moderate tip
speeds, it 1s possible to utlilize nontapered blade shells and not exceed
regsonable values of stress at the blade root. The use of nontapered
shells reduces the blade weight and, as a consequence, lighter disks
can be employed.

Blades with thin profiles, such as that described herein for the
centrifugal-flow-compressor turbojet engine, do not appear to require
inserts. In fact, it was found that the most effective configuration
was obtalned by using thin corrugations across the entire blade width.
The higher tip speeds of the centrifugal-flow-compressor engine necessi-

"tated the use of a tapered blaede shell to withstand the centrifugel
loads and the blade welght, due in part to this tapered shelli, was
epproximately the same as that of the larger chord blade for the axial-
flow-compressor engine.

For both profiles considered, the simple criterie proposed herein
provided.an excellent screening method for evalusting a number of con-
flgurations and, by using such a deslgn method, it was posgible to
evolve blades that required low coolant flow rates. In both cases the
pressure losses were qulte low, 1n fact, the pumping actlon due to rota-
tion was higher than the pressure loss due to friction so that there
was an actual pressure rise.

SUMMARY OF RESULTS

The results of an investlgation wherein & method based on geometric
factors of the coolant passage was evolved for the rapid selection and
evaluatlon of coolant passage configurations for alr-cooled turbine
rotor blades are summarized as follows:
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1. The analytical average blade temperatrues and stress-ratio
7

factors based on analytical temperatures at & span position of lig inches,
approximately l/3—span pogition, from the blade root for two coolant
passage conflgurations for the blade for the engine with a centrifugeal-
flow compressor showed good agreement with the experimental average

blade temperatures and stress-ratio factors based on experimental tem-
peratures. In both cases the analytical blade temperatures were 40°

to 60° F lower than the experimental temperatures. _

2. The simple criteria evolved for the selection and relative evalua-
tion of a coolant passage configuration were: (1) the ratio of the
internal cooled surface area to the 1.2 power to the coolant flow area
for the heat-transfer or cooling effectiveness criterion; (2) the ratio
of the cross-sectionzal metal area of the tapered member of the blade to
the area of the untapered members for the strength criterion; (3) the
volume of metal in the blade shell for the weight criterion; and (4)
the hydraulic diameter for the pressure-loss criterion.

3. The method which involves the simple criteria was found to give
an accurate reletive evaluation of the three coola:nt passage configura-
tions of the turbine blade for the centrifugsl-flow-compressor turbojet
engine,

4. By thé use of this blade evaluation method, a coolant passage
configuration with a high cooling effectiveness, an insert blade with
fins, was selected for the turbine of the axlal-flow-compressor turbojet
engine. The detailed analytical equations were used to show that for a
stress-ratio factor of 2.0 and a coollng-alr inlet temperature of
180° F, this blade would require a cooling-air flow ratio of 0.013.

5. At a stress-ratio factor of 2.0 for the three configurations for
the turbine of the centrifugasl-flow-compressor engine and the insert
blade with fins for the axial-flow-compressgor engine, it was found
thet there was a static pressure rise through the coolant passages.
Because of the high cooling effectiveness and therefore low cooling-air
requirements for these four configurations, the cooling-air Mach numbers
in the passages were quite low and the pumping action of the blades was
greater than the inherent pressure drop through the blade.

Lewis Flight Propulsion Lgboratory
National Advisory Committee for Aeronsutics
Cleveland, Ohio
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APPENDIX A

SYMBOLS

The following symbols are used in this report:

A

Atap

Auntap

o

g & o

el

K, X',
K" R K"!

flow area, sq ft or sq in.

metal cross-sectlonal area of tapered member of blade, sg £t
or sq in. : S 3

metal cross-sectional area of untapered members of blade,
sq £t or sq in.

blade length or span, ft or in.

specific heat at constant pressure, Btu/(1b)(°F)

4 times flow ares
wetted perimeter

hydraulic dlameter, , It or in.

Euler number

mean coefficient,

friction coefficlent

standard acceleration of gravity, ft/secz _ .

convection heat-transfer coefficient, Btu/(sec)(sq £t)(°F)

average effective inside heat-transfer coefficient,

Btu/(sec)(sq £t)(°F)

constants

thermal conductivity, Btu/(sec)(ft)(°F)
effective fin length, £t or in.
perimeter, £t or in.

total wetted perimeter, £t or in.

A

Nug) B - -
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iy

g,B

Mach number relative to blade
fin spacing, £t or in.

engine speed, rpm
Eb lo
mean Nusselt number based on perimeter divided by =, =
%
g,B

mumber of sections of equivalent fins

[ I,
mean Prandtl number, Ezig?é——gig
k
g,B

static pressure, 1b/(sq f£t) absolute
heat added to cooling air, Btu/sec

ges constant, ££-1b/(1b)(°R)

mean Reynolds number based on perimeter divided by =,
Pg,B W 1o
5 Eé,B
mean inside Reynolds number based on hydraulic dismeter,
Vg Dy Tg

Re Ha,B g

distance from turbine center line to any point on turbine
blade, £t or in.

heat-transfer surface ares, sq £t or sq in.
static temperature, °F or °r

total temperature, °F or °R

relative velocity, ft/sec

weight flow, 1b/sec .

spanwise distance from blade root to any point on blade, £t
or in.
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Z exponent of Reynolds number, equation (2)
o number of fins in particular section of blede
B exponent
Y ratio of specific heats
e exponent
A bo 1o
he 14
n absolute viscosity, 1b/(ft)(sec)
4 transition ratio
o density, 1b/cu ft
T fin thickness, ft or in.
o 2h, 5 -
T kp
Py rotational correction parsmeter (see reference 12)
¥ rotational correction parameter (see reference 12) -
w angular velocity, radieans/sec
Subscripts:
a cooling air
B blade (When used with fluid properties or in heat-transfer

equations, subscript B indicates "based on average blade
tempersture at critical section.")

e effective
& combustion gas
h blade root
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1,2

A,AY,B,
B',C,C!

inside

index summsation

mean value (see equation (11))
outside

blade tip

used with Tp to denote temperature of total (or wetted)
heat-transfer surface and with B5i to denote total inside
heat-transfer surface

blade sections (see figs. 12 and 13)

designate end points of inside perimeter of section of equiva-
lent fins (see figs. 12 and 13)

The bar indicates average or mesn value.
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APPENDIX B

SAMPLE CAILCULATIONS FOR DETERMINING Ef FOR CORRUGATED
AND TUBED BLADES

An average effective inside heat-transfer coefficient Ef is cal-

culated for a typical corrugated blade (configuration B, profile 1)
using equations (6) through (9). The same procedure is applied to a
typical tubed blade (configuration A, profile 1) but the intermediate
steps involving numerical calculations are omitted. The main difference
between configurstions B and A in the determination of a relation
between. he and hg,B is the selection of equivalent fin sections.

Since the selectlon of equivalent fin sections for a corrugated-type
blede is relatively simple, configuration B will be considered first.

By inspection, configuration B is divided into two equivalent fin
sections which gppear to have equal length fins, and the number of fins
in each section is determined (see fig. 12). Section 1 includes the
midchord region of the blade between AA' and BB', and section 2
includes both the leading- and trailing-edge regions ACB and A'C'B!'
(see fig. 12(a)). The following quantities were determined from a
10 times size drawing of configuration B, or calculated from equa-
tion (7), (8), or (9):

Section 1 .
NUIBbeI' OffinB, G‘l . - - . . . - - - . . L] . . . . - . - - . - 26
Tnside blade shell perimeter, 13,31 = Zi,pa* + !i,BRr» iD.- . 2.040
£ ... 0.1699
Total wetted perimeter, lw,l: INDce ¢ ¢ v 4 6t e e e e s s e . 7.496
f.t L] L] - . L ] L] L] L L] L] . L ] . L] L] 006247
Fin thickness, Ty, In. . « ¢ v o ¢ ¢ ¢ o ¢ o v ¢ o o o & o o 0.010
£t . . e e . e . . 0.000833
Corrugation conductivity, kB l: Btu/(sec)(ft)(oF) e+ s e . . 0.00708

Section 2

NmbEr Of fins, a‘a . . . L] . . . . . . . . . . . . . . . . . L] lz
Inside blade shell perimeter, 13 5 =13 apcp + 1i,A'C'B'> in. . 1.644
£t . 0.1370
Total wetted perimeter, ZW,g, .« 3.124
ft L] L] L] . L . L] * . . L] . L] L] . 002603
Fin thickness, T2, dn. « v +v ¢ ¢ ¢+ o o o o s s 6 o o s o o 0.010
£t . . et e e s s s i e s 4 = s e e e » 0.000833
Corrugation conductivity, kB”gi Btu‘!sec)(ft)(oF). .« .« . .. 0.00708

AR
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Since Ty =Tz and kp,j = kp,2, then @1 = Pp; thus

kb | 2 By 3
_ 3 a,B _ B
Pr=%= )T /\/@.00708)6.000833)

Now opmy and Lg will be determined for sections 1 and 2 from equations
(8) and (9) giving

aqmy = 0.1483 foot Ly 0.00917 foot-

apmy = 0.1270 foot Lz = 0.00556 foot

Writing equation (6} for configuraetion B gives

- n=2 n=2

- hy B ap (2Lg) tanh (Lepe) _ '

He = Q Bl

f S e ; e ) f:l’\ I
=1

or

E, [al (21;) tamh (L) oy (2Lp) tanh (L®p)
1,2 L1y o Lo®2 *

(qmy + O°2mz)} (B2)

Substituting the indicated values in equation (B2) results in

- - tanh (5.339 /by 3 ) tanh (3.257 4/by 5)

0.896 + 1.554 + 0.433

%5 (5.3%9 4B 5) (5257 4E, 5)

(B3)

Thus, by assuming values of Ea,B’ a curve similar to the curves shown in
figure 9 is obtained.
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For a tubed blade such as configuration A, profile 1, equivalent fin
sections are not so obvious as for a corrugated type blade and the follow-
ing procedure is suggested: Determine the equivalent fin sectlons by
assuning points of zero temperature gradient. For example, configura—
tion A is divided into two equivalent fin sections which appear to have
equal dength fins (see fig. 13). Section 1 includes the leading- and
trailing-edge reglons of the blade ACB and A'C'B', and section 2
includes the midchord region of the blade bétween AA' and BB’ (see
fig. 13(a)). This fin division is based on the assumptlon thet the
tempersture gradient is zero between tubes -at tube junctions and thus
the tubes are essentlally consildered as not being interconnected. Also,
the temperature gradient is zerc at points of symmetry (see fig. 13(b)).
Therefore the two tubes nearest the leadlng- and ‘trailing-edge regions
constitute one eguivalent fin section (section 1) containing eight fins.
Section 2 consists of the remaining eight tubes, each of which 1is
attached to only one wall, and contains 16 fins. Once the equivalent fin
sections were determined for configurstion A, the necessary measurements
were obtained and the following relation resulted:

B = By,p| 0.879 + 2.282 J?anh(7'675‘° . B)+ 0.571 2 (3.0 4/Fe5)
(7.675 5 ) (s.86 /B3 )
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TABLE I - COMPARISON OF SIMPLE CRITERIA BASED ON GEOMETRIC FACTCRS FOR THREE COOLANT PASSAGE CONFIGURATIONS FOR AIR-COOLED ROTOR
BLADE OF PROFILE 1

L NATA
i o

[Braze material neglected; alrfoil length, 4 in.; shell thiokness, 0,080 in. at blade root and 0.020 in. at blade-tip; area of
heated surface, 15.70 sg in.

Configuration Matal thiockness | Metal Metal Gooled coolant | Cooling Welght Stresa Preppurew
of aorrugatiom thickness | thickneps | purface | flow sffective- | oriterion, | oriterion | loss ari-
. ar tube Bixe of inpert | of ocap area arsa ness orl- | total Atan terlon
{in.) (in.} (in.) Si,t. terion 2 volu?e of tap Dp
1. matal in . (1in.
(Bq in.) | (5 4n.) | 84,4 nirfoll (in.)
A {cu in.)
A Num- |Cut- |Wall
ber |[aide |thieck-
of diam. | nesp
Ribas
r, M 10 |0.125|0.0125 | me=== | wmee- 40.60 0.183 4dl 0.786 5.24 0.0758
B T
ﬁ 0.01.0 0.010 0.050 42.48 0.155 687 0.828 4.26 0.0676
¢
M 0,010 e S 55.92 | 0.171 698 0.847 5.90 | 0.0508

STDZSH W VOVH

6%




40

TABLE II - COMPARISON OF SIMPLE CRITERIA BASED ON GEOMETRIC FACTORS FOR NINE COOLANT PASSAGE CONPIQURATIONS FOR AIR-COOLED ROTOR -
BLADE OF FROFILE 2
[Braze material neglected; airfoil length, 5.70 in.s shell thickmess, 0.018 in.; arvea of heated surface, 20.13 aq 1a]
) N
Configuration Metal thiclmeas [Metal Matal Cooled Coolanf j Cool Weight 8tress Pressure- - g
of corrugation |thickness | thicimess | surface Llowr effective~ | oriterion, | criterion | loss ori- N
or tube sixe of insert | of cap area ares ness cri- total Agg terion _
(n.) (in.} (tn.) 8, N terion _ | volums of TL By, :
(sq 5_: ) {(sq 1n.} 1.2 | wmetal in ntap {in.) >
- ° 83,t airfoil =
. | (euin) -
A Mum- [Out- |Wall
ber |side |thick-
of dian. {ness . bl
tub . : o
0.02 . =l . .
.02 e — 85.83 0.416 50O 1.041 4] 0.07%7 -
.0125 .
0.02 A . s
02 — 0.03 66.88 0.508 508 1.044 ] 0.0670 -
0128 : . . L
. -
T - =
0.01 —eeee | . 0.02 46.50 | o.3g8 263 0.704 "o 0.1257
D
0.02 —— — 75.00 0.541 329 0.948 Q 0.1087 T
0.015 0.015 0.05 69.18 04.11 394 0.877 L] 0.0880
- v
0.015 0.015 0.05 83.97 0.25i' saz2 0.846 ] 0.0861 .
B -
0.015 0.0185 0.03 77.88 0.566 482 0.964 [} 0.0734
0.01 0.01 0.03 18.04 | 0.5%6 72 0.783 o 0.0780 =
%
I a Bt
Num- (Out- [Wall -
ber }side |thiok- -
of dlam. [ness - -
tubes L
.1 {0.130(0.02 -
1 L1568 .02 0.0l 0.03 95.20 0.398 583 0.566 0 0.0628 .
26 L1e3| 0125 T
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TABLE III - CONDITIONS DETERMINING COOLING REQUIREMENTS

~HAGA
Item Profile-JT Profile 2
Confilguration Conflguration
A B c H
Compressor weight flow, wg, 1b/sec - 74.10 | 74.10 | 74.10 94.00
Effective gas temperature, T, o, °F | 1446 | 1446 | 1446 1391
Engine speed, rpm 11,500 {11,500 | 11,500 7900
Effective coolling-eir temperature 180 180 180 180
at blade root, Ty o s OF
Number of rotor blades 54 54 54 72
Rotor blede spesn, b, in. 4.00 4.00 4,00 3.70
Outeide blade perimeter, 1,, in. 2.93 3.93 3.93 5.44.
Rotor blade chord (axial), in. 1.76 | 1.78 1.76 2.27
Average outslde heat-transfer coeffi-| 0.0548 |0,0548 | 0,0548 0.0558
cient, by, Btu/(sec)(sq £t)(°F)

X9
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\ : Blade shell temperature
. distribution for determining
\ \ critical section (Curve 2)
W e p /
2 \ 2 \ g Point of | /
17 2 5 |iangency- | e —
3 o g % Analytical
2 T o -~ temperature
g @ *; / | distribution
*E g g Y | (Curve 1)
L ) ey I
L) A 1
I
i I o
T I .
| |
Root Tip Root Critical section Tip
Blade span Temperature Blade span
(a) Variation of blade centrifugal (b) Variation of stress-to-rupture (c) Variation of blade temperature
stress with blade span. with temperature for 100-hour with blade span.
life of typical noncritical steel. Y R
IR

Figure 1. - Typlcal plots used to determine critical blade section. -
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(2) Profile 1.

(b) Protile 2.

Figure 3. - Rotor blade profiles at midspan position for two blades
considered. X3.
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Figure 8. - Variation of stress-ratio factor based
on average analytical blade temperatures at
7

position lﬁ inches from blade root with cooling-

alr flow ratio for three internal passage config-
urations of profile 1. Cooling-air temperature
at blade root, 180° F.
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Figure 9. - Relation between average
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for two cooclant passage configurations
of profile 2. - :
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(b) Typical section of coolant passage
showing four equlvalent fins.
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Figure 12. - Figures used for determining effective inside
heat-trensfer coefficient for configuretion B, profile 1.
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(a) Configuration A, profile 1.
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RN
| @)

A

{(b) SBection of coolent passage showing elght equivalent fins,
four of section 1 and four of section 2.
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(e) Equiyalent fin sections. R;:Egég:;F
~ Figure 13. - Figures used for determining effective inside

heat-transfer coefficient for configuretion A, profile 1.
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